BRIDGE PIERS TO BE PROTECTED

o

REV. 2-5-16: ADDED WALL SECTION
DETAIL. UPDATED GENERAL NOTES.
51" CONCRETE MEDIAN BARRIER (S-SSMB-2)
ITEM NO. 711-05.70 (:) a /(:)
<:> = ><S;3C
; (TYPICAL CLEAR ZONE)
o
| MAX 50° | 267 -10%" LENGTH OF NEED (SEE TABLE A) | =
-
TYPE 38 END TERMINAL | ITEM NO. 705-01.01
ITEM NO. 705-04.07 - A 4" TYPICAL
Z_ (;) |
De=—=s & 8 ] 8 8 ] b b b & bhad
- A SHOULDER
T EDGE OF TRAVELED WAY
DIRECTION OF TRAVEL —=—
DIRECTION OF TRAVEL —=—
LENGTH OF NEED FOR CONCRETE MEDIAN BARRIER
TABLE A
BRIDGE PIERS IN CLEAR ZONE
OFFSET LENGTH OF NEED (LON)
X 50 MPH | 60 MPH | 70 MPH
127 168 218 262
18’ 181" 236 283
24 190" 247 297"
g [ 30 196 255 306"

(3)*4 REINFORCING BARS
(CONTINUOUS)

SEE S-SSMB-2

FOR ADDITIONAL DETAILS
INCLUDING ALTERNATE
REINFORCEMENT

“5 DOWEL BARS e 18" C-C

COLD JOINT

PROVIDE PARAPET OPENINGS
@ EVERY 75’ FOR DRAINAGE
SEE STD-1-2

O REV. 4-11-14: ADDED NOTE @.

o
3

10"

NOTE :

THE LON DIMENSIONS

SHOWN ON THIS TABLE ARE TO BE USED FOR

TANGENT OR NEAR TANGENT CONDITIONS.

IN THE CASE OF CURVATURE

51"
5214

OUTSIDE EDGE OF
L— PAVED SHOULDER

12" BASE MATERIAL

CONCRETE FOOTING — L

[TEM NO. 604-03.07

3" CLEAR—

32"
SECTION A-A

6"
GRAVEL

USE STANDARD DRAWING S-PL-1 TO DETERMINE THE POINT OF NEED.

GENERAL NOTES

(:) THIS STANDARD MAY BE USED ON ALL HIGH SPEED FACILITIES (45 MPH AND
ABOVE) WHERE THE DISTANCE FROM EDGE OF TRAVEL WAY TO THE PIER IS
LESS THAN 30’ FOR TL-5 (SEMI-TRAILER) BRIDGE PROTECTION.

[F THE DISTANCE FROM THE MEDIAN BARRIER TO THE FACE OF THE PIER

[S LESS THAN 10 FEET, NOTIFY STRUCTURES DIVISION THAT THE
REQUIREMENTS OF AASHTO BRIDGE DESIGN SPECIFICATION 3.6.5.CANNOT BE
MET WITH STANDARD DESIGN AND SPECIAL DESIGN 1S REQUIRED.

LENGTH OF ITEM 711-05.07 TO INCLUDE DISTANCE BETWEEN BEGIN AND END
STATION OF BRIDGE PIERS PLUS LENGTH OF NEED (LON) DISTANCE FROM
TABLE A.

PLAN SHOWN IS FOR TREATMENT ON ONE SIDE OF MEDIAN, BUT PLAN
APPLIES TO STRUCTURAL BRIDGE COMPONENTS WITHIN 30 FEET OF THE
ROADWAY ON THE RIGHT SIDE ALSO.

IF SPACE IS LIMITED, NON-GATING ATTENUATOR MAY BE SUBSTITUTED AND
ATTACHED TO THE END OF THE CONCRETE BARRIER WALL.

@

©)
@

®

C) FOR GRADING REQUIREMENTS AT END TERMINAL SEE S-GRT-2P OR S-GRT-2R.

[0 MINOR REVISION -- FHWA
APPROVAL NOT REQUIRED.
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SAFETY PLAN
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